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Table Lamp - PC850
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‘ ‘ Components included with unit:
2 felt pad, cotton gloves, light source, glass shade, wooden lamp body
>

Installation Steps:

Switch off power at main circuit panel prior to installation!
X The manufacturer assumes no liability for damage resulting from incor-
rect installation!

y
306[530] 506 | 250

1. Assemble the lamp
- Install the light source.
- Insert the glass shade into the wooden lamp body.

2. Turn the power back on and check the functionality of the lamp.

Materials

Glass:

The technological methods used in creating the lamp are based on several hundred years of traditional Czech
handmade glass production. Respect for the material and its traditional production is characteristic for Brokis.
Imperfections in the glass are the result of these technological methods and have no effect on the quality or
functionality of the lamps.

Wood: wooden lamp body made of European oak (QUERCUS SPP)

Wood is a natural material that reacts to changes in relative humidity levels and temperature in the surround-
ing environment. When the relative humidity is extremely low (below 30%), the wood gradually dries out and
cracks will appear. Therefore, we recommend maintaining relative humidity between 40-60% and a tempera-
ture of 15 to 25 degrees Celsius.

Cleaning
The lamp may be cleaned with common cleaning agents. Do not use solvents or abrasive cleaning agents,
such as scouring powder.

Prior to shipping, the functionality of each lamp and its components is thoroughly tested. The manufacturer
assumes no liability for the mishandling of products.

Technical support: brokis@brokis.cz
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w \ Komponenty, které jsou soucasti baleni:
2 svételny zdroj, filcova podlozka, rukavice
>

Montazni postup:

Pred montazi vypnéte privod elektrického proudu!
X Pri nedodrzeni montazniho navodu vyrobce neruci za pripadné vzniklé
skody!
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1. Do zarovkové objimky nasroubujte svételny zdroj a poté vsadte
sklenénou cast svitidla do drevéné montury.

2. Zapnéte prislusny jisti¢ a ovérte funkcnost svitidla.

Materialy

Sklo:

UzZité technologické postupy vychazeji z nékolikasetleté tradice ceské rukodélné sklarské vyroby. Tento
respekt k materialu a jeho tradi¢ni vyrobé je pro firmu Brokis priznacny. Pripadné nedokonalosti skla jsou
zapricinény zvolenymi technologickymi postupy a nemaji vliv na kvalitu  a funkénost svitidel.

Drevo: montura z dubu evropského (QUERCUS SPP)

Drevo je prirodni material, ktery reaguje na zmény okolniho prostredi zejména vlhkosti a teploty. Pri
extrémné nizké relativni vihkosti vzduchu (pod 30 %) dochdzi k vysychani dfeva a nasledné tvorbé trhlin.
Proto doporucujeme udrzovat relativni vihkost vzduchu mezi 40 - 60 % a teplotu od 15 do 25 °C.

Cisténi
Svitidlo je mozné osetrrovat béznymi Cisticimi prostfedky. Nepouzivejte rozpoustédla a abrazivni Cistici
prostredky /prasky/.

U kazdého svitidla véetné jeho komponentl je pred expedici dikladné zkontrolovana funkénost. Vyrobce
nenese odpovédnost za nespravné zachazeni s produkty.

Technicka podpora: brokis@brokis.cz
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